JAVA LED LIGHT MODULE, TRIPLE FLANGE SUBMITTAL FORM

HEAD TRIPLE:

USC-MJA T 3 F - _ I
type T=Trim
serie 3 =Triple
mounting F =Flange
CRI 8 =280 CRI
9 =90 CRI
cCT* 30 = 3000K
35 = 3500K
beam angle SB = Spot 13°
MB = Medium beam 24°
FB = Flood Beam 40°
Flange W = White powder coat
Light module = mmﬂlmmﬂﬂmm Wﬂmmmmm ummmmmm‘ Wﬂmﬂmmm“ °
g B = Black powder coat i 15.2 cm

*For 4000K LED option, please contact your local Artemide Sales Representative
**Complete installation requires a mounting frame, sold separatly (see page 2)

TECHNICAL DATA: 17580
44.8 cm
80CRI 90CRI
3000K 3500K 3000K 3500K
Beam angle: 13° H 24° | 40° | 13° | 24° H 40° | 13° H 24° | 40° | 13° H 24° H 40°
Power consumption: 27W 7120
Lumen Nominal: 2826lm 19.1 cm
Lumen Delivered: 2057]2077[2108|2121| 2141 2173|1646 1661|1686|1697 1713|1738
Efficacy Im/W : 76 | 77 | 78 | 79 80 |8 | 61|62 |62 63| 63| 64
Efficiency (%): 73% | 73% | 74% | 75% | 76% | 77% | 58% | 59% | 60% | 60% | 61% | 62%
1914
48.9 cm
FEATURES:
Adjustment: Vertical 35°, horizontal 360°
Head construction: Flange made of 14GA 0.074" (2mm) sheet metal , with powder
coat painted finish.
Notes: for all other finishes, please contact your local Artemide sale representative.
Label: C@Us - suitable for dry locations
Class: IP20(2) &/
PHOTOMETRIC DATA: (3500k, 80CRI)
Photometric curve (cd) :
Max Candela = 17410 Max Candela = 6965 Max Candela = 4903
Java led 35k - beam 13°  Java led 35k - beam 24°  Java led 35k - beam 40°
V=0° H=0° V=0°H="°0 V=0 H=0°
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Notes:
ARCHITECTURAL

JAVA LED TRIPLE FRAME (Non-IC)

FRAME TRIPLE: cut - out dimensions:
1678 612" % 12"
#CAT ‘ FRAME ‘ SERIE ‘ DRIVER 42.9 cm \ 165 mm x 305 mm
USC-MJA F 3
frame F = Frame 142
36.8 cm
sefie 3 = Triple 1256 to
32.1cm 26"
driver 11 = Dimming 0-10V (120V) e 66.0 cm
12 = Dimming 0-10V (277V)
25 /8"
65.7 cm
20.3cm .
18 12" 6 /4"
54.1 cm 15.9cm
FEATURES:
Electrical: Driver and junction box ae accessible from below for easy maintenance
and components replacement.
Head installation: Easy installation of the Head inside the frame with retaining
brackets. Provided with quick connector to connect with frame.
Frame Construction: 22GA steel painted black frame housing.
Frame installation: ~ For new construction recessed Non-IC installation.
Suitable for ceiling thickness up to 1” (25mm). Mounting bars extend
from 14-1/2" (368mm) to 26" (660mm).
Label: c@us - suitable for dry locations
Class: 1IP20 @) \/
Date: 10/03/17 WWe reserve the right to change specifications of our products (designs, materials and finishes). Page: 2/2
Rev.05 For the latest product information, please contact : USA: 631-694-9292, Canada: 514-323-6537 or at www.artemide.net

2017 © Artemide | All rights reserved




