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STEP 1

STEP 3

STEP 2

This box should contain :

For wood joist installation
2.1 Align mounting bar with the bottom edge of wood joist
2.2 Push on built-in hook or use wood screws to mount the  
       frame on wood joist

For grid ceiling
3.1 Install mounting bar notches on ceiling T-bar
3.2 Secure mounting bar to grid ceiling with metal wire

2.1

3.1 3.2

2.2

SHARP
NEW CONSTRUCTION MOUNTING PAN

1.1 Insert mounting bars into the proper openings on the 
butterfly bracket. 
1.2 Push up or down on mounting brackets and tighten 
wing nuts.

Mounting bars

Mounting pan

1.2

1.1

MSHR1TR-SERIES
MSHHR1TL-SERIES

MSHR2TR-SERIES MSHR4TR-SERIES MSHR8TR-SERIES MSHR12TR-SERIES MSHR16TR-SERIES
MSHHR2TL-SERIES MSHHR4TL-SERIES MSHHR8TL-SERIES MSHHR12TL-SERIES MSHHR16TL-SERIES

OR OR OR OR OR OR
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SHARP
NEW CONSTRUCTION MOUNTING PAN 
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STEP 4
4.1 Adjust mounting frame position by sliding the pan on the mounting bars
4.2 Lock mounting bars in place by folding bracket tabs.
4.3 Adjust mounting frame flush to ceiling by releasing mounting bracket butterfly nut inside the frame
4.4 Tighten mounting bracket butterfly nut inside the frame when the frame is flush to ceiling

4.1

4.2

4.4

4.3

Ceiling


