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KAO SUSPENSION - KIT C Assembly instructions
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rev 02

Attention: Read and understand these instructions before installing fixture. This fixture is intended for 
installation in accordance with National Electric Code and local regulation: To assure full compliance with 
local codes and regulations, check with your local electrical inspector before installation. This equipment 
is guaranteed only when used as indicated in these instructions; Therefore they should be kept for future 
reference. To prevent electrical shock, turn off power supply before carrying out any connection or 
maintenance operations.

    Make sure you have all the elements of the fixture. Your box should contain the following parts; 

STEP 1 Using the drilling template (Included with fixture), mark the fixing points on the ceiling with a laser pointer or plumbline.

Note: Drilling template only valid with standard light module lenght configuration.

STEP 2 Install all steel suspension cables 
1. Drill the ceiling.
2. Unscrew part A from B

3. Fix part B to the ceiling (Ø max screw: 5mm/0.2”)
4. Fix part A to B

Canopy

3 x steel 
cable

2 x end 
module

long light 
module X2

Module Holder  
with feed

* Please follow instructions on drilling template

Laser pointer 
or plumbline
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cable holder
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STEP 3 Assembly of the horizontal structure, electrical connection + module holder

Note: For different light orientation see STEP 7 (optional)

A ELECTRICAL CONNECTION           B  MODULE HOLDER

                                                                  1. Remove cover and Loosen screws of bracket.

                                                                  2. Insert joiner in arm by locking the tooth in the joiner hole.

                                                                  3. Screw tightly the bracket and clip back the cover.

CLICK!
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STEP 4 Hanging of the structure + Height adjustment       
1. Loosen top cylinder of part A
2. Adjust to approximate required height
3. Tighten top cylinder
4. Insert part B into part A

5. Loosen top cylinder of part A
6. Adjust to required height
7. Tighten top cylinder
8. Cut extra steel cable

STEP 5 Installation of the lamp for fluorescent luminaire

2

3

1
7

5

6

8

4

A B

2

51
4 (90° rotation)

3



Artemide inc.
250, Karin Lane, Hicksville (NY) 11801
T. +1 631 694 9292 | infousa@artemide.net | www.artemide.net

Artemide Ltd.
11105, rue Renaude Lapointe, Montréal (QC) H1J 2T4

T. +1 514 323 6537 | infocanada@artemide.net | www.artemide.net
4

KAO SUSPENSION - KIT C Assembly instructions
Y503-11346

rev 02

STEP 6 Fix the electrical wires and canopy
1. Remove part A
2. Pass Electrical wire(s) through part A and B  

and cut eletrical wire(s) to required length
3. Make the approriate electrical connections
4. Screw part E after connecting wires

5. Push the wires inside part C
6. Screw part B to part C
7. Clip part A to part B
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Codes Ending by (CI) Codes Ending by (ES,H3) Codes Ending by (DG)Codes Ending by (TV)

ON/OFF Standard Dimmable - 3 Wires Digital System0-10V Dimmable
FIXTURE WIRES CEILING WIRES FIXTURE WIRES CEILING WIRES

BLACK BLACK

WHITE WHITE

GREEN

Details

GREEN

BLACK BLACK

WHITE WHITE

GREEN GREEN

FIXTURE WIRES CEILING WIRES

PURPLE DIM HOT

BLACK BLACK

WHITE WHITE

GREEN GREEN

FIXTURE WIRES CEILING WIRES

DIGITAL A PURPLE DIGITAL A

DIGITAL B GREY DIGITAL B

PURPLE 0-10VDC +

GREY DC-
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STEP 7 For different light orientation (optional)
1. Remove cover to expose bracket.
2. Loosen screws.

3. Remove end cap.
4. Flip light module.

5. Insert end cap back in light module

6. Lock the bracket tooth in the end cap hole.

7. Screw tightly the bracket.
8. Clip back the cover. 

Note : Be sure at the end, that the cable holder is pointing at the ceiling.
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CEILING FIXING POINT

CODE: M1193_8_00_C1

CODE: M1193_8_00_TV

CODE: M1193_8_00_ES

CODE: M1193_8_00_H3

 mm
  in

 mm
  in

 

1905mm
75.0in

 

 

279mm
11.0in

 

 

1815mm
71.5in

 

1358mm
53.5in

 

2002mm
78.8in

 

 
279mm
11.0in

 

 

1886mm
74.3in

 

 
1429mm

56.2in


