
ø 22 1/2”
ø 57 cm
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19 cm
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2.2 cm

ø 6 1/2”
ø 16.5 cm

max 97”
max 248 cm

Photometric curve (cd) :

LAMPING:

4 x 24W CFL Twin tube (2G11)
4 x 36W CFL Twin tube (2G11)

#CAT  model   finish certification out put voltage   driver  

USC-M0 198 ____ 8 ____ 00 ____

 Quantity

model 198 = 570 suspension

finish 1   = Black (Body) / Orange (Baffle)
3   = White (Body) / White (Baffle)
6   = Grey (Body) / White (Baffle)
11 = Black (Body) / White (Baffle)
12 = White (Body) / Navy (Baffle)
13 = Navy (Body) / White (Baffle)
14 = Black (Body) / Red (Baffle)
15 = Grey (Body) / Red (Baffle)
16 = Grey (Body) / Navy (Baffle)
17 = Red (Body) / White (Baffle)

certification 8 = UL

output M  = Medium output (4 x 24W) (C1= on/off only)
H   = High output (4 x 36W)

voltage 00 = UNV

driver TV = 0-10V
H3  = Hi-Lume 3 wire
C1  = ON/OFF
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Code: Project: Type: 

Notes: 

FEATURES:

Construction : cylindrical aluminum body and baffle with powder coat finish.
Available in many mixed color options.
Comes with an opaline polycarbonate diffuser, anti-UV treated.

Notes: for all other finishes, please contact your local Artemide sale representative. 

Weight: 15lbs (6.8Kg)

Label:  - suitable for dry locations

Class: IP40 

TAGORA 570 SUSPENSION FLUO
Design S./R. Cornelissen

PHOTOMETRIC DATA : 

For 4 x 36W


