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Pad System was developed following a study on
the theme of office lighting. This modular system is
focused on functional quality and comfort, using a
combination of direct and indirect light.
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TECHNOLOGY
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PAD

PRECISION

A surprisingly thin module made of extruded
aluminum with clean lines and sharp edges,
Pad System blends easily in any space while
providing high-efficiency lighting solutions.
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Pad Standalone Technical data
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MATERIALS Structure in extruded aluminum.
Suspension cables in steel with quick adjustment.
EMISSION Direct & Indirect
LIGHT SOURCE LED
48W 3500K >85CRI
VOLTAGE 120-277V
LUMENS DELIVERED  3600Im

DIMMING FEATURE

Dimmable 0-10V

FINISH

O White
O Clear anodized

CERTIFICATIONS
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Pad System
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PAD

Technical data
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MATERIALS Structure in extruded aluminum.
Suspension cables in steel with quick adjustment.
EMISSION Direct & Indirect
LIGHT SOURCE LED
36W 3500K >85CRI
VOLTAGE 120-277V
LUMENS DELIVERED  2900Im

DIMMING FEATURE

Dimmable 0-10V

FINISH

O White
O Clear anodized

CERTIFICATIONS
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UNITED STATES HEADQUARTERS
Artemide Inc.

250 Karin Lane

Hicksville, NY 11801

T. 631-694-9292

Toll Free 1-877-Art-9111

email: infousa@artemide.net

CANADIAN HEAD OFFICE
Artemide Canada Ltd.

11105, rue Renaude Lapointe
Montréal, QC H1J 2T4

T. 514-323-6537

Toll Free 1-888-777-2783
email: infocanada@artemide.net

Artemide

For retail sales contact information, please visit

www.artemide.net/store-locator

For contract sales contact information, please visit

www.artemide.net/sales-representative




