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FLORIM,
NEW YORK, USA

Project: Florim
Photo: GION
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CARLOTTA 
DE BEVILACQUA

As interested in science of light as the sensory experience, 
de Bevilacqua seeks to create synergy between products and 
users through accessible, experimental design. A life-force at 
Artemide for nearly 4 decades, in addition to her own studio 
she oversees Danese Milano creating minimal, yet elegant, 
products which further complement the built environment. 
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INNOVATION
Interpreting the new chances offered by LED 
based sources, Una Pro offers a  synthesis  
of technological innovation and a new way of 
 rendering light to meet  contemporary needs.

FLORIM FLAGSHIP STORE,
MILAN, ITALY
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FLEXIBILITY
Interchangeable optics are giving the user a  
whole new level of flexibility, allowing for  
the modification of the light emission, even 
after installation. Its ability to rotate on three 
different axis adds another level of flexibility 
allowing for the right light performance to be 
achieved for any space, whether residential 
or commercial.
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SHOWROOM BAINS & DECOS,
BOULOGNE-BILLANCOURT, FRANCE

Project: Christophe Legras, CL Architecture
Photo: Vincent Zanzouri Skiss



12 UNA PRO CARLOTTA DE BEVILACQUA13

INTEGRATED
The recessed version of Una Pro has been designed 
to blend into its surrounding environment, leaving 
all the room to the emitted light.
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DOUBLE

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

DIMMING FEATURES Dimmable 2-Wire (120V)
Dimmable 0-10V (UNV)

OPTIC Narrow beam 6°,
Medium beam 20° 
Wide beam 38°

FINISH  White / White (body / heatsink)   

 Black / Black (body / heatsink)

LENS HOLDER FINISH  Clear      Black

CERTIFICATION c.UL.us listed - suitable for dry locations

SINGLE

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

DIMMING FEATURES Dimmable 2-Wire (120V)
Dimmable 0-10V (UNV)

OPTIC Narrow beam 6°,
Medium beam 20° 
Wide beam 38°

FINISH  White / White (body / heatsink)   

 Black / Black (body / heatsink)

LENS HOLDER FINISH  Clear      Black

CERTIFICATION c.UL.us listed - suitable for dry locations

Una Pro 75 Surface

9 1/2’’
16.5 cm

4 3/4’’
12.1 cm

4 3/4’’
12.1 cm

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

6o 20o 38o

15W

852lm

640 626 594

42.7 41.7 39.6

75% 73% 70%

4 3/4’’
12.1 cm

4 3/4’’
12.1 cm

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

6o 20o 38o

7.5W

426lm

320 313 297

42.7 41.7 39.6

75% 73% 70%
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SINGLE
DOUBLE

TRIPLE SQUARE

TECHNICAL DATA

Una Pro 75 Recessed

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

6o 20o 38o

7.5W

426lm

320 313 297

42.7 41.7 39.6

75% 73% 70%

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

6o 20o 38o

15W

852lm

640 626 594

42.7 41.7 39.6

75% 73% 70%

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

6o 20o 38o

22.5W

1278lm

960 939 891

42.7 41.7 39.6

75% 73% 70%

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

6o 20o 38o

30W

1704lm

1280 1252 1188

42.7 41.7 39.6

75% 73% 70%

SINGLE DIFFUSER

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

LAMPING 6W

DIMMING 
FEATURES

Dimmable 2-Wire 
(120V)
Dimmable 0-10V 
(UNV)

LUMEN OUTPUT 300lm

FINISH  Standard

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

LAMPING 6W

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire 
(120V)
Dimmable 0-10V 
(UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

LAMPING 15W

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire 
(120V)
Dimmable 0-10V 
(UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

LAMPING 23W

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire 
(120V)
Dimmable 0-10V 
(UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

LAMPING 29W

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire 
(120V)
Dimmable 0-10V 
(UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed
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Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

9LED

6o 20o 38o

11W

700lm

536 529 517

48.7 48.7 47

76% 76% 74%

Una Pro 150 Recessed
WALL / CEILING SINGLE WALL / CEILING DOUBLE TRACK

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

9LED 16LED

6o 20o 38o 6o 20o 38o

11W 21W

700lm 1270lm

536 529 517 982 929 915

48.7 48.7 47 46.8 44.2 43.6

76% 76% 74% 77% 73% 72%

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

9LED 16LED

6o 20o 38o 6o 20o 38o

22W 42W

1400lm 2540lm

1072 1058 1034 1964 1858 1830

48.7 48.7 47 46.8 44.2 43.6

76% 76% 74% 77% 73% 72%

Beam angle:

Power consumption:

Lumen Nominal:

Lumen Delivered:

Efficacy lm/W:

Efficiency (%):

80CRI 3000K

9LED 16LED

6o 20o 38o 6o 20o 38o

11W 21W

700lm 1270lm

536 529 517 982 929 915

48.7 48.7 47 46.8 44.2 43.6

76% 76% 74% 77% 73% 72%

RECESSED

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire (120V)
Dimmable 0-10V (UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire (120V)
Dimmable 0-10V (UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire (120V)
Dimmable 0-10V (UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed

LIGHT SOURCE LED

DIFFUSION Direct

CCT 3000K

CRI >80

VOLTAGE 120-277V

OPTIC Narrow beam 6o

Medium beam 20o

Wide beam 38o

DIMMING 
FEATURES

Dimmable 2-Wire (120V)
Dimmable 0-10V (UNV)

FINISH  White / White
(Top plate / Heatsink)

LENS HOLDER 
FINISH

 Clear

CERTIFICATION c.UL.us listed
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ATELIER EERA,
CAVAION VERONESE (VR), ITALY

Project: Lighteam-Alberto Salvadori
Photo: Marco Zanta
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LARTE,
MILAN, ITALY

Project: Lorenzo Morganti, Grixoni Service
Photo: Frederico Villa
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SPAZIO CEDIT,
MILAN, ITALY
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L’OREAL PROFESSIONNEL ACADEMY,
BRUSSELS, BELGIUM

Project: Mathilde Troussard

OFFICE OF LEGION,
CHELYABINSK, RUSSIA

Project: Art Kvintet
Photo: Kirill Shingareev



www.artemide.net/sales-representative

www.artemide.net/store-locator

For retail sales contact information, please visit 

For contract sales contact information, please visit

UNITED STATES HEADQUARTERS
Artemide Inc.
250 Karin Lane
Hicksville, NY 11801
T. 631-694-9292
Toll Free 1-877-Art-9111
email: infousa@artemide.net

CANADIAN HEAD OFFICE
Artemide Canada Ltd.
11105, rue Renaude Lapointe
Montréal, QC H1J 2T4
T. 514-323-6537
Toll Free 1-888-777-2783
email: infocanada@artemide.net


