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i

i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V

i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V

Component List
i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V

Installation 
Instructions

Deserve your 
attention

Informations In one box
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i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V

Component List

Module

Driver Housing

i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V
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i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V

End Suspension

End Cap

Linear Suspension

End Cap for Joiner
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Joiner
Without Feed

Double 
configuration

Joiner
Without Feed

Triple 
configuration

Joiner
Without Feed

Quadruple 
configuration

Joiner
With Feed

Double 
configuration

Joiner
With Feed

Triple 
configuration

Joiner
With Feed

Quadruple 
configuration
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i
DIM 4

System 1 module

System 3 modules joint

System 3 modules linear

System 4 modules linear

System 4 modules joint

System 2 modules joint

System 2 modules linear

System 1 module

System 2 module joiner

System 3 module joiner

System 4 module joiner

System 2 module linear

System 3 module linear

System 4 module linear

Connections
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i

Linear system

Joint system without electrical alimentation

Joint system with electrical alimentation

A

F D

D

E

B

C

Summary

Linear system

p. 13

p. 14

p. 16
p. 18

p. 15

p. 18

p. 16

Joiner system without electrical feed

Joiner system with electrical feed
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1080 1120 1183 1245 X cos (A) 1143 X cos (B)

A

B

1080 1120 1183

1245 X cos (A)

1245 X cos (A)

1245 X cos (A) 1143 X cos (B)

C

i

or or

Suspension Type

421/2”
1080 mm

421/2”
1080 mm

441/16”
1120 mm

441/16”
1120 mm

469/16”
1183 mm

469/16”
1183 mm

49”
1245 x cos (A)

49”
1245 x cos (A)

45”
1143 x cos (B)

45”
1143 x cos (B)
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ii
Configuration Types

Organic System

Linear System

Non Feed Connection

Feed Connection
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Warning: Please assemble fixtures on a planar surface.
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x2

1

3

4

i

120-277 V
0-10 V dimming control

Dimmable 0-10 V
Regulable mediante control 0-10 V

120 V
Phase cut

Coupure de phase
Corte de fase

120 V

See page 9
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A

A
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1 2B B

3 A

3 B
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i C

1 C
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3 D 4

5

D

D

1 2D D



17

7 x
yD

6 D

8 D

Please make sure 
this component 
stays leveled.
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5 6

1 F

1 E

Y503012298Y503-12298
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7

CLICK

CLICK

CLICK

1
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