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Attention: Read and understand these instructions before installing fixture. This fixture is intended for installation in accordance with
National Electric Code and local regulation: To assure full compliance with local codes and regulations, check with your local electrical
inspector before installation. This equipment is guaranteed only when used as indicated in these instructions; Therefore they should be
kept for future reference. To prevent electrical shock, turn off power supply before carrying out any connection or maintenance

operations.
STEP 1 1. Unscrew the diffuser holder STEP 2 1. Drill the four appropriate holes according to
2. Remove the diffuser mounting layout
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240mm
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STEP 3 1. Make the appropriate electrical connections
2. Fix the body to ceiling with screws (not included) MOUNTING LAYOUT

STEP 4 1. Replace the diffuser
2. Screw the diffuser holder
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Note: only one dimming method can be use at the same time

["FOR 0-10v DIM VERSION | [ FOR 3-WIRES VERSION | | FOR DIGITAL VERSION |
FIXTURE CEILING ‘ FIXTURE CEILING ‘ ‘ FIXTURE CEILING‘ ‘ FIXTURE CEILING‘
WIRES WIRES | | WIRES WIRES | | WIRES WIRES | | WIRES WIRES
GREEN GREEN | | PURPLE o~ 0-10V+ | | ORANGE o~ DIMHOT| | PURPLE o~ DIGITAL |
© Y, ! \ ! 9,
BLACK o~ BLACK | | GREY =~ 0-10V+ PURPLE DIGITAL
O, | N | ‘ HH
WHITE o WHITE
@)
A I E
Artemide inc. Artemide Ltd.
250, Karin Lane, Hicksville (NY) 11801 11105, rue Renaude Lapointe, Montréal (QC) H1J 2T4

T.+1 631694 9292 | infousa@artemide.net | www.artemide.net T.+1514 323 6537 | infocanada@artemide.net | www.artemide.net



