
DRIVER 90W CV 110-240VAC 24VDC 0-10V IP65



i

NO DIM

65
DIM 1

CODE ON/OFF 0/10V DALI APP PUSH IPXX Vin Vout Pnom Pmax

DV1075 X X X IP65 110-240VAC 24VDC 90W 75W



i

X

i

20 mm

6 mm

A

C

B

A B

A B C
DIM 1



A 1

2

0,5 mm² - 4 mm²

H05RN-F
H07RN-F

Ø 7.0 - 9.0 mm +

Ø 9.0 - 12.0 mm

Max 2.5 Nm

100-240V

2L

3N

3

2

1

4

NO DIM

NL

DIM 1

110-240V



3

4

B

+

-

1

2

0,25 mm² - 1,5 mm²

Ø 4.0 - 7.5 mm

2

1

Max 2,5 Nm

H05RN-F
H07RN-F

NO DIM

DIM 1

24V



C 5

6

1-10V

DIM
+

DIM
-

Max 2.5 Nm

1

2

0,5 mm² - 4 mm²

H05RN-F
H07RN-F

Ø 7.0 - 9.0 mm +

Ø 9.0 - 12.0 mm

3

2

1

4

0-10VDC active or passive 
Dimming Control

DIM 1
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