
Luminaire
Code MTA5_830DFH_W
Name Tagora 570 UL - HIGH OUTPUT - White Baffle
Measurem.
Code RPN210311
Name Tagora 570 UL - HIGH OUTPUT - White Baffle

Luminaire Flux     4559.18 lm Luminaire Power  56.50 W Efficacy    80.69 lm/W Efficiency 100.00%

Sources Flux     4559.18 lm Maximum value 394.25 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 570 mm Height 190 mm
Round Luminous Area Diam. 475 mm Height 0 mm

Horizontal Luminous Area 0.177205 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.042870 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 03-12-2021 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 4559.18 lm

LED Flux=7657lm  LED Power=48W Eff=60% EfcLed=160lm/W EfcLum=81lm/W CCT=3000K Ra=80 SDCM=3 L70(6K)=50000h
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Luminaire
Code MTA5_830DFH_W
Name Tagora 570 UL - HIGH OUTPUT - White Baffle
Measurem.
Code RPN210311
Name Tagora 570 UL - HIGH OUTPUT - White Baffle

Luminaire Flux     4559.18 lm Luminaire Power  56.50 W Efficacy    80.69 lm/W Efficiency 100.00%

Sources Flux     4559.18 lm Maximum value 394.25 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Width at 50.00 % of Max Intensity

H[m] 1.00 2.00 3.00 4.00 5.00 H[m] 1.00 2.00 3.00 4.00 5.00
OA 1.31 2.63 3.94 5.25 6.56 OC 1.31 2.63 3.94 5.25 6.56
OB 1.31 2.63 3.94 5.25 6.56 OD 1.31 2.63 3.94 5.25 6.56

Luminous Intensities [ cd/klm]
0 5 15 25 35 45 55 65 75 85

OA 1797.47 1789.33 1725.42 1600.06 1400.59 1135.74 823.22 478.08 154.53 31.05
OB 1797.47 1789.33 1725.42 1600.06 1400.59 1135.74 823.22 478.08 154.53 31.05
OC 1797.47 1789.33 1725.42 1600.06 1400.59 1135.74 823.22 478.08 154.53 31.05
OD 1797.47 1789.33 1725.42 1600.06 1400.59 1135.74 823.22 478.08 154.53 31.05

[m] Max Med
lux lux

5.00 72 20

4.00 112 32

3.00 200 57

2.00 449 128

1.00 1797 511
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Alpha=52.7°+52.7° G=0.0°

H[m] D[m] Med
lux

Max
lux

1.00 2.63 1797 511

2.00 5.25 449 128

3.00 7.88 200 57

4.00 10.50 112 32

5.00 13.13 72 20

Alpha=52.7°+52.7° G=0.0
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