Artemide

Luminaire

Code A243758

Name  NUR 1618 ACOUSTIC BLU UL
Measurem.

Code FTS2000750

Name  NUR 1618 ACOUSTIC BLU UL

Luminaire Flux 7088.20 Im Luminaire Power 124.00 W Efficacy 57.16 Im/W Efficiency 100.00%
Lamps Flux 7088.20 Im Maximum value 433.60 cd/kim Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 900 mm Height 700 mm

Round Luminous Area Diam. 880 mm Height 0 mm

Horizontal Luminous Area 0.608212 m2 Emitting area on Plane 180° 0.000000 m2

Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2

Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.147140 m2

Coordinate system CG Symmetry Type Rotosymmetrical

Date 27-10-2016 Maximum Gamma Angle 180

Measurement Distance 0.00 Measurement Flux 7088.20 Im

LED Flux=10425,7Im LED Power=114W Eff=68% EfcLed=91Im/W EfcLum=57Im/W Ra=90 SDCM=2 L70(6K)=36300h

C.lLE. 61 87 97 95 100 D DIN 5040 A51
F UTE 095C+0.05T B NBN Bz3
120° Angoli Gamma 180° 120°
105° 100 105°
90° 90°
Diam=900mm
75° 75°
0
180
60° 60°
Semipiani C
180.0 0.0
45° 45°
ULOR 4.70 %
DLOR 95.30 % 500 cd/kim
RN 4.70 %
30° 15° 0° 15° 30°
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C.L.E. 61 87 97 95 100 D DIN 5040 A51
F UTE 095C+0.05T B NBN BZ3
Width at 50.00 % of Max Intensity
H[m] 1.00 2.00 3.00 4.00 5.00 H[m] 1.00 2.00 3.00 4.00 5.00
OA 1.02 2.03 3.05 4.06 5.08 oC 1.02 2.03 3.05 4.06 5.08
OB 1.02 2.03 3.05 4.06 5.08 oD 1.02 2.03 3.05 4.06 5.08
Luminous Intensities [ cd/kim]
0 5 15 25 35 45 55 65 75 85
OA 3073.47 3061.22 2956.11 2764.52 2457.43 1583.45 803.85 516.95 269.57 79.04
OB 3073.47 3061.22 2956.11 2764.52 2457.43 1583.45 803.85 516.95 269.57 79.04
oC 3073.47 3061.22 2956.11 2764.52 2457.43 1583.45 803.85 516.95 269.57 79.04
oD 3073.47 3061.22 2956.11 2764.52 2457.43 1583.45 803.85 516.95 269.57 79.04
Alpha=45.5°+45.5° G=0.0°
! B M
1.00 3073 1186
2.00 P il sl 3 768 297
3.00 Sl B 341 132
4.00 i I S 192 74
5.00 :""‘" c = 123 47
Be—/——— S —>A
Max Med _AF Fo o - —
H[m] D[m] lux lux Alpha=45.5°+45.5 G=0.0 ==
1.00 2.03 3073 1186
2.00 4.06 768 297 / \
3.00 6.10 341 132 / \
4.00 8.13 192 74 / \
5.00 10.16 123 47 / \
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