Artemide

Luminaire
Code TB62422
Name Sharping 12LED 3500K XF Titanium - Turn Around
Measurem.
Code FTS1802257
Name Sharping 12LED 3500K XF - Turn Around
Luminaire Flux 1708.10 Im Luminaire Power 19.00 W Efficacy 89.90 Im/W Efficiency 100.00%
Sources Flux 1708.10 Im Maximum value 1052.56 cd/kim Position C=0.00 G=0.00 CG Double Symmetrical
Rectangular Luminaire Length 465 mm Width 28 mm Height 20 mm
Rectangular Luminous Area Length 240 mm Width 20 mm Height 0mm
Horizontal Luminous Area 0.004800 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.001161 m2
Coordinate system CG Symmetry Type Double Symmetrical
Date 09-09-2021 Maximum Gamma Angle 180
Measurement Distance 0.00 Measurement Flux 1708.10 Im
LED Flux=1974lm LED Power=17W Eff=87% EfcLed=118Im/W EfcLum=90Im/W CCT=3500K Ra=90 SDCM=3 L70(6K)=36000h
C.ILE. 98 100 100 100 100 D DIN 5040 AB0
F UTE - B NBN BZ 1
120° Gamma Angles 180° 120°
250
~ ,‘
90° 90°
465mm x 28mm ' '
90
75° 250) 75°
0
18i
/ 50
270 60° 60°
C Halfplanes
180.0 0.0
270.0 90.0 75
45° 45°
1000 22—
ULOR 0.00 %
DLOR100.00 % 1250 cd/klm
RN 0.00 %
30° 15° 0° 15° 30°
LITESTAR4D v.6 (c)OxyTech Srl www.oxytech.it Page 1



Artemide

Luminaire
Code TB62422
Name Sharping 12LED 3500K XF Titanium - Turn Around
Measurem.
Code FTS1802257
Name Sharping 12LED 3500K XF - Turn Around
Luminaire Flux 1708.10 Im Luminaire Power 19.00 W Efficacy 89.90 Im/W Efficiency 100.00%
Sources Flux 1708.10 Im Maximum value 1052.56 cd/kim Position C=0.00 G=0.00 CG Double Symmetrical
Width at 50.00 % of Max Intensity
H[m] 1.00 2.00 3.00 4.00 5.00 H[m] 1.00 2.00 3.00 4.00 5.00
OA 0.61 1.22 1.83 2.44 3.05 oC 0.62 1.24 1.87 249 3.1
OB 0.61 1.22 1.83 2.44 3.05 oD 0.62 1.24 1.87 249 3.1
Luminous Intensities [ cd/klm]
0 5 15 25 35 45 55 65 75 85
OA 1797.87 1748.90 1637.48 1351.28 579.18 22.08 4.65 1.24 0.00 0.00
OB 1797.87 1748.90 1637.48 1351.28 579.18 22.08 4.65 1.24 0.00 0.00
oC 1797.87 1751.04 1652.76 1389.12 602.21 21.44 4.61 1.31 0.00 0.00
oD 1797.87 1751.04 1652.76 1389.12 602.21 21.44 4.61 1.31 0.00 0.00
G=0.0° Beta=31.9°+31.9°
(m] ax Meg
1.00 L 1798 951
2.00 449 238
3.00 [kt g 200 106
4.00 =——_r-——= 112 59
5.00 Sl Pl 72 38
—_
Max Med _ R
H[m] D[m] 1ux lux =0.0 (e
1.00 1.22 1798 951 /\
2.00 2.44 449 238 / \
3.00 3.66 200 106 / \
4.00 4.88 112 59 / \
5.00 6.10 72 38 \
Him] DIm] Max Med|poia=31 9°431.9° 0.0 —
lux lux
1.00 1.24 1798 951 /\
2.00 2.49 449 238 / \
3.00 3.73 200 106 / \
4.00 4.98 112 59 / \
5.00 6.22 72 38 \
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